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IDENTIFY SPACES BY ABOVE GRADE SIGNS AS
RESERVED FOR PHYSICALLY DISABLED PERSONS.
PROVIDE ONE (1) R7-8 SIGN AT EACH PARKING SPACE
INDICATED ON SITE PLAN. SIGN SHALL BE  ALUMINUM
(PAINTED WHITE) WITH GREEN LETTERS AND
INTERNATIONAL WHEELCHAIR SYMBOL. SECURE SIGN
ON STEEL POST 1-1/2" Ø PAINTED BLACK  SET IN MIN. 2' x
12"Ø OF CONCRETE.

NO SCALE

PENALTY,

PARKING SIGNS FOR THE DISABLED

TOW-AWAY ZONE
$100-$500 FINE,

PARKING
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$100-$500 FINE,
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VAN

PARKING
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4' MIN ABOVE
FINISHED GRADE

4' MIN ABOVE
FINISHED GRADE

NO SCALE

TYPICAL PARKING SPACE DETAILS

ACCESSIBLE PARKING SPACES

2'

18'

9'

VAN
ACCESSIBLE

CONCRETE
WHEEL STOP

ACCESSIBLE SIGN
LOCATION (VAN)

8'9'

NOTES:
1. HEIGHT OF CURB IS 0' BETWEEN ACCESSIBLE RAMPS.

2. ALL WHEELCHAIR RAMPS SHALL HAVE A DETECTABLE WARNING 24 INCHES DEEP (IN THE DIRECTION OF PEDESTRIAN TRAVEL) AND EXTENDING
THE FULL WIDTH OF THE CURB RAMP OR LANDING. THE DETECTABLE WARNING SHALL CONSIST OF RAISED TRUNCATED DOMES, ALIGNED IN A
GRID PATTERN WITH A DIAMETER OF NOMINAL 0.9 INCHES (23mm), A HEIGHT OF NOMINAL 0.2 INCHES (5mm), AND A CENTER-TO-CENTER SPACING
OF NOMINAL 2.35 INCHES (60mm).

3. DETECTABLE WARNINGS SHALL CONTRAST VISUALLY WITH ADJOINING SURFACES, EITHER LIGHT-ON-DARK, OR DARK-ON-LIGHT. THE MATERIAL
USED SHALL BE AN INTEGRAL PART OF THE WALKING SURFACE. COLOR SHALL BE YELLOW TO MATCH TOWN STANDARD.
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MANUFACTURER: BELDEN BRICK COMPANY
PRODUCT: PATHWAY- FULL RANGE BRICK PAVER, 4"x8" 90° HERRINGBONE
PATTERN
FINISH/COLOR: SMOOTH/BUFF
SIZE: STANDARD PAVER IN HERRINGBONE PATTERN
CONTACT: RBS, INC., DAVID SCHNIEDER, 304-645-2277
ADDRESS: CALDWELL, WV

NOTE: PICTURE PROVIDED FOR REFERENCE ONLY

BRICK PAVERS (OR APPROVED EQUAL)
NTS

1
P-PA-LOV-13

ADA PARKING
NTS

4
CONCRETE FOOTING
3,000 PSI @ 28 DAYS

6'

6'

NOTES:
1. ALL LUMBER TO BE KILN-DRIED,
    WESTERN REDCEDAR, GRADE NO. 1 OR BETTER.
2. WOOD STAIN: OLYMPIC EXTERIOR SEMI-TRANSPARENT
    STAIN IN COLOR REDWOOD.
3. ALL FASTENERS TO BE STAINLESS STEEL.

18" DIA.

2'
-6

"

0'
-1

"

6"x6" POST
@ 6' O. / C. ±

1"x4" BOARD

HORIZONTAL WOOD FENCE
1/2" = 1'-0"

COMPACTED SUBGRADE

1" = 1"

4" STAINLESS
STEEL SCREWS

POST SUPPORT
SADDLE BRACKET

FOR 6" x 6" FENCE POST

6"x6"x2"
WOOD CAPS

MAX. CLEARANCE TO
GRADE IS 6"

FINISH GRADE

POST SUPPORT
SADDLE BRACKET

2
P-PA-LOV-27

PRIVACY FENCE (OR APPROVED EQUAL)
NTS P-PA-LOV-12

3

ALTERNATE SECTION OF UNIT PAVER

4"
4"

COMPACTED SUBGRADE
4" MIN. STONE BED #21B

4" OF STONEDUST

3
8" SANDSWEPT JOINT

FINISHED GRADE

1
2" LEVELING COURSE OF SAND

3
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